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Servomotor Speci�cations (R88M-G)

* 1. These are the values when the Servomotor is combined with a Servo Drive at room temperature. 
The momentary maximum torque shown above indicates the standard value.

It em Un it R88M -G05 03 0H-S2 R88M -G 10 03 0H -S2 R88M -G20 03 0H -S2 R88M -G40 03 0H -S2

Rate d out pu t *1

Rate d to rq ue *1 N·m
Rate d ro ta ti on  speed 0003nim/r
Ma x. ro ta ti on speed 0005nim/r
Ma x. mo me nt ar y to rq ue  *1 N·m

Rate d curre nt  *1 A (rms)
Ma x. mo me nt ar y curr en t *1 A (rms)
Roto r in er ti a kg·m2 2.5 × 10 -6 5.1 × 10 -6 1.4 × 10-5 2.6 × 10 -5

Ap pl icab le lo ad  in er ti a .xam aitreni rotor semit 03---

3,000-r/min Cylindrical  Servomotors

240 VAC speci ficati on

50

0.16

0.48

1.1

3.4

100

0.32

0.95

1.1

3.4

200

0.64

1.78

1.6

4.9

W 400

1.3

3.60

2.6

7.9

It em Un it

Rate d out pu t *1 W

Rate d to rq ue  *1 m·N

Rate d ro ta ti on  speed 0003nim/r

Ma x. ro ta ti on sp eed 0005nim/r

Ma x. mo me nt ar y to rq ue  *1 m·N

Rate d curre nt  *1 )smr( A

Ma x. mo me nt ar y curr en t *1 (0-p) A

Rot or  in er ti a kg·m2

Ap pl icab le lo ad  in er ti a ---

*1. These are the values when the Servomotor is combined with a Servo Drive at room temperature. 
The momentary maximum torque shown above indicates the standard value.

3,000-r/min  Flat Servomotors

120 VAC speci ficati on

R88M-GP10030L-S2 R88M-GP20030L-S 2

200001

46.023.0

68.158.0

5.26.1

5.019.6

9.0 × 10 -6 3.4 × 10-5

.xam aitreni rotor semit 02

It em Un it

Rate d out pu t *1

Rate d to rq ue  *1

Rate d ro ta ti on  speed

Ma x. ro ta ti on sp eed

Ma x. mo me nt ar y to rq ue  *1

Rate d curre nt  *1

Ma x. mo me nt ar y curr en t *1

Rot or  in er ti a

Ap pl icab le lo ad  in er ti a

3,000-r/min  Flat Servomoto rs

240 VAC speci ficati on

*1. These are the values when the Servomotor is combined with a Servo Drive at room temperature. 
The momentary maximum torque shown above indicates the standard value.

R88M-GP10030H-S2 R88M-GP20030H-S2 R88M-GP40030H-S2

004002001

3.146.023.0

0003

0005

06.328.109.0

4.46.10.1

6.818.63.4

9.0 × 10-6 3.4 × 10 -5 6.4 × 10 -5

.xam aitreni rotor semit 02

W

m·N

nim/r

nim/r

m·N

)smr( A

(0-p) A

kg·m2

---

3,000-r/min Cylindri cal  Servomotors

120 VAC speci ficati on

Item Un it R88M -G05 03 0H-S2 R88M -G1 003 0L-S2 R88M -G20 03 0L-S2

Rate d out pu t *1 00200105W

Rate d to rq ue  *1 46.023.061.0m·N

Rate d ro ta ti on  speed 0003nim/r

Ma x. ro ta ti on sp eed 0005nim/r

Ma x. mo me nt ar y to rq ue  *1 87.159.084.0m·N

Rate d curre nt  *1 5.27.11.1)smr( A

Ma x. mo me nt ar y curr en t *1 6.71.54.3)smr( A

Rot or  in er ti a kg·m2 2.5 × 10-6 5.1 × 10-6 1.4 × 10-5

Ap pl icab le lo ad  in er ti a .xam aitreni rotor semit 03---

*1. These are the values when the Servomotor is combined with a Servo Drive at room temperature. 
The momentary maximum torque shown above indicates the standard value.
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